








POWER SUPPLIES * 24V LED

LED POWER SUPPLIES ¢ 24V DC ELECTRONIC ¢ PLUG & PLAY

Model Description Input - Output Max Watt Dimming
DL-PS-WP24/24 Wall Plug Power Supply 100 - 240V AC 24W Yes.
3W'Lx1%"Wx1%"H 24V DC See page 14

c-UL-us Listed. LPS.

DL-PS-24/24 Desktop Power Supply 100 - 240V AC 24W Yes.
3%"Lx1%R"Wx1"H 24V DC See page 14
c-UL-us Listed. LPS.

DL-PS-48/24 Desktop Power Supply 100 - 240V AC 48W Yes.
A% "Lx2"Wx 1%"H 24V DC See page 14
c-UL-us Listed. LPS.

DL-PS-60/24 Desktop Power Supply 100 - 240V AC 60W Yes.
AW Lx2"W x 1%"H 24V DC See page 14
c-UL-us Listed. LPS.

DL-PS-100/24 Desktop Power Supply 100 - 240V AC 90w Yes.
5%"Lx2%"Wx14"H 24V DC See page 14
c-UL-us Listed. LPS.

DL-PS-100/24-CL2 Desktop Power Supply 100-120V AC 96W Yes.
47" 18AWG SVT output wire 24V DC See page 14
TH'Lx2%"Wx1%"H
c-UL-us Listed. Class 2.

A WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

LED POWER SUPPLIES ¢ 24V DC ELECTRONIC « HARD WIRE

Model Description Input/Output Max Watt Dimming
DL-PS-20/24-HWA Hard Wire Power Supply 90-240V AC 20W Yes.
” g v A%"Lx1%"Wx1"H 24V DC See page 14
£ ;" c-UL-us Recognized. Class 2.
&
DL-PS-35/24-HWA Hard Wire Power Supply 100-240V AC 35W Yes.
? v S7"Lx1%"Wx1W"H 24V DC See page 14
Lo c-UL-us Recognized. Class 2.
e
DL-PS-60/24-HWA Hard Wire Power Supply 90-240V AC 60W Yes.
’ v 6% Lx1%"Wx1%"H 24V DC See page 14
w2, c-UL-us Recognized. Class 2.
4
DL-PS-100/24-TB Hard Wire Power Supply 100-240V AC W Yes.
with Terminal Block Connection 24V DC See page 14

s

8"Lx27%"Wx1%"H
c-UL-us Recognized. Class 2.

=

DL-PS-240/24-HWA Hard Wire Power Supply 100-240V AC 240W Yes.
9%"Lx2%6e"Wx1%"H 277V AC See page 14
c-UL-us Recognized. 24V DC

See Specs for more details.
Specifications are subject o change without notice.
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POWER SUPPLIES « 24V LED

LED POWER SUPPLIES ¢ 24V DC ELECTRONIC ¢« HARD WIRE IN JUNCTION BOX ENCLOSURE*

Model Description Input - Output Max Watt Dimming
DL-PS-20/24-JBA LED Power Supplies with Aluminum Enclosure 90 ~ 264V AC 20W Yes.
8%"Lx2%" W x 26" H 24VDC! See page 14
c-UL-us Listed. Class 2.
DL-PS-60/24-JBA LED Power Supplies with Aluminum Enclosure 90 ~ 264V AC 60W Yes.
10%"Lx 2%"W x 2%e"H 24V DC! See page 14
c-UL-us Listed. Class 2.
DL-PS-96/24-JBA LED Power Supplies with Aluminum Enclosure 90 ~ 305V AC 96W Yes.
N Lx3%" Wx2%k'H 24V DC! See page 14
c-UL-us Listed. Class 2.
= Note: this item replaces DL-PS-100/24-JB
DL-PS-240/24-JBA LED Power Supplies with Aluminum Enclosure 90 ~ 305V AC 240W Yes.
12%"Lx 3 %" W x 212"H 24V DC! See page 14
c-UL-us Listed.
LED POWER SUPPLIES * 24V DC MAGNETIC ¢ HARD WIRE IN JUNCTION BOX ENCLOSURE*
Model Description Input - Output Max/Min Watt Dimming
DL-PS-40/24-JB-M Dimmable Indoor Magnetic Hard Wire Power 120V AC 2 40W/20W Magnetic
Supply 24V DC Low Voltage
5%6"Lx2%6"Wx2"H
c-ETL-us Class 2.
DL-PS-60/24-JB-M Dimmable Magnetic Hard Wire Power Supply 120V AC? 60W/30W Magnetic
NEMA 3R Enclosure 24V DC Low Voltage
66" L x 2 %6" W x 2 36" H
c-ETL-us Class 2.
DL-PS-100/24-JB-M Dimmable Magnetic Hard Wire Power Supply 120V AC 2 Q6W/48W Magnetic
NEMA 3R Enclosure 24V DC Low Voltage
66" Lx 2%6" W x 2 %" H
c-ETL-us Class 2.
Please refer to the product specification sheets for a list of approved wall dimmer models.
OUTDOOR LED POWER SUPPLIES ¢ 24V DC ELECTRONIC ¢« HARD WIRE IN JUNCTION BOX
ENCLOSURE*
Model Description Input - Output Max Watt Dimming
DL-PS-80/24-JB-OD Outdoor Hard Wire Power Supply in a Junction Box  110-277V AC 80W Yes.
_‘_.-_-? 131" Lx 2% "W x 1%"H 24V DC See page 14
. c-UL-us Listed. Class 2. Suitable for wet locations.
Intergrated dimmer - see spec sheet.
DL-PS-96/24-JB-OD Outdoor Hard Wire Power Supply in a Junction Box  110-277V AC W Yes.
ME'Lx2%"Wx1%"H 24V DC See page 14

c-UL-us Listed. Class 2. Suitable for wet locations.

* Power Supplies can be purchased without junction box enclosure - see llluminescence catalog or www.jescolighting.com

' May be dimmed with LC-DIM5A-HW.

2For 277V AC input, consult factory for details.

See Specs for more details.

Specifications are subject fo change without notice.
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POWER SUPPLIES * 12V LED

LED POWER SUPPLIES ¢ 12V DC ELECTRONIC ¢ PLUG & PLAY

Model Description Input - Output Max Watt Dimming
DL-PS-WP24/12 Plug & Play Power Supply 100-240V AC 24W Yes.
27%'Lx 1% Wx2%'H 12vDC See page 14

Wall Plug Power Supply.
c-UL-us Listed. LPS.

DL-PS-24/12 Plug & Play Power Supply 100-240V AC 24W Yes.
3NR'Lx1R"Wx1"H 12V DC See page 14
Desktop Power Supply.
c-UL-us Listed. LPS.

DL-PS-30/12 Plug & Play Power Supply 100-240V AC 30W Yes.
A%"Lx3%"Wx1%"H 12V DC See page 14
Desktop Power Supply.
c-UL-us Recognized. LPS.

DL-PS-60/12 Plug & Play Power Supply 100-240V AC 60W Yes.
3%"Lx1%"Wx1W'H 12vDC See page 14

Desktop Power Supply.
c-UL-us Listed. LPS.

LED POWER SUPPLIES ¢ 12V DC ELECTRONIC « HARD WIRE

Model Description Input/Output Max Watt Dimming
DL-PS-20/12-HWA Hard Wire Power Supply 100-240V AC 20W Yes.
4% Lx 1% "Wx1"H 12V DC See page 14

4
-

c-UL-us Recognized. Class 2.

DL-PS-60/12-HWA

Y

Hard Wire Power Supply 100-240V AC - 60W Yes.
6R"Lx1%"Wx1%"H 2vDC See page 14
c-UL-us Recognized. Class 2.

LED POWER SUPPLIES ¢ 12V DC ELECTRONIC ¢ HARD WIRE IN JUNCTION BOX ENCLOSURE*

Model Description Input - Output Max Watt Dimming
DL-PS-20/12-JB Hard Wire Power Supply in Junction Box Enclosure 100 - 240V AC 20W Max. Yes.
7" Lx1%"Wx1¥WH 12v DC See page 14

>

c-UL-us Recognized. Class 2.

DL-PS-60/12-JBA

LED Power Supplies with Aluminum Enclosure 100-240V AC 60W Max. Yes.
10%"Lx 2 %" W x 26" H 12vDC! See page 14
c-UL-us Listed. Class 2.

* Power Supplies can be purchased without junction box enclosure - see llluminescence catalog or www.jescolighting.com

"' May be dimmed with LC-DIM5A-HW.
See Specs for more details.

Specifications are subject fo change without notice.
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POWER SUPPLIES ¢ 24V LOW VOLTAGE TRANSFORMERS

TRANSFORMERS ¢ 24V AC ELECTRONIC ¢ HARD WIRE

Model Description Input - Output Max/Min Watt Dimming

LET-75-24 LIGHTECH Electronic Transformer 120V - 24V 60Hz 75W/20W Electronic
2% Lx 114"W x %"H Low Voltage
Sort Circuit Protection.
c-UL-us Recognized. Patented.

LET-151-24 LIGHTECH Electronic Transformer 120V - 24V 60Hz 150W/50W Electronic
3%"'Lx 1% Wx1%'H Low Voltage
Permanent Short Circuit, Overload, Thermal Protection.

= c-UL-us Recognized. Patented.

LVT-151-24 LIGHTECH Electronic Transformer 120V - 24V 60Hz 150W/50W Electronic
in Aluminum Enclosure Low Voltage
61" Lx 11" Wx1%"H
c-UL-us Listed. Patented.

LET-303-24 LIGHTECH Electronic Transformer 120V - 24V 60Hz 300W/50W Electronic
SU"Lx1%"Wx1%"H Low Voltage
Short Circuit, Overload, Thermal Protection.
c-UL-us Recognized. Patented.

LVT-303-24 LIGHTECH Electronic Transformer 120V - 24V 60Hz 300W/50W Electronic
in Aluminum Enclosure Low Voltage
9%"Lx1%"Wx17%¢"H
Permanent Short Circuit & Overload Protection.

c-UL-us Listed. Patented.

See Specs for more details.

Specifications are subject fo change without notice.
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POWER SUPPLIES » CC & CV POWER SUPPLIES

CONSTANT CURRENT & CONSTANT VOLTAGE POWER SUPPLIES

6%"Lx2"Wx7%"H

c-UL-us Recognized. Class 2.

Constant Current: 1400mA

Model Description Input - Output Max Watt
PS-CV-24/06-HW Hard Wire Power Supply 100- 120V AC oW
w 2%"Lx1%"Wx7%"H Constant Voltage: 24V DC
h-.‘ =y c-UL-us Recognized. Class 2.
g
—— PS-CV-24/15-PC-6 Plug-and-Play Power Supply with 60" 120V 100- 120V AC 15W
b Power Connector and 6-Port Distribution Block Constant Voltage: 24V DC
st A47"Lx 17"Wx 1"H
= - c-UL-us Listed Class 2.
. -
- PS-CV-24/30-HW Hard Wire Power Supply 100- 120V AC 30W
-, A% Lx17"Wx 1"H Constant Voltage: 24V DC
o 1 c-ETL-us Listed Class 2.
b
PS-CC-500/12-HW Hard Wire Power Supply 100 - 240V AC 12W
&:ﬂ- A% Lx 17%"W x %"H Constant Current: 500mA
“-!-?‘ c-UL-us Recognized. Class 2.
PS-CC-500/20-HW Hard Wire Power Supply 100 - 240V AC 20W
@n— 5%"Lx2"Wx %"H Constant Current: 500mA
i‘*?‘ c-UL-us Recognized. Class 2.
PS-CC-500/30-HW Hard Wire Power Supply 100 - 240V AC 30W
@1 " 6%"Lx2"Wx7%"H Constant Current: 500mA
‘-n?‘, c-UL-us Recognized. Class 2.
PS-CC-700/12-HW Hard Wire Power Supply 100 - 240V AC 12W
A7%"Lx 17" W x %" H: Constant Current: 700mA
c-UL-us Recognized. Class 2.
PS-CC-700/20-HW Hard Wire Power Supply 100 - 240V AC 20W
5%"Lx2"W x %"H Constant Current: 700mA
c-UL-us Recognized. Class 2.
PS-CC-700/30-HW Hard Wire Power Supply 100 - 240V AC 30w
6%"Lx2"Wx7%"H Constant Current: 700mA
c-UL-us Recognized. Class 2.
% PS-CC-1400/50-HW Hard Wire Power Supply 100 - 240V AC 50W

See Specs for more details.

Specifications are subject fo change without notice.
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POWER SUPPLIES » CC & CV ACCESSORIES

CC & CV POWER SUPPLIES ACCESSORIES

Model

Description

DB-CV-HW/PC-4

4-Port Distribution Block with 6" Cable
TR"Lx 1% "W x%"H

4 x plug "C" output.

4 fixtures Max.

DB-CV-HW/PC-6

6-Port Distribution Block with 6" Cable
2%"Lx 1W"W x %"H

6 x plug "C" output.

6 fixtures Max.

DB-CV-HW/PC-12

12-Port Distribution Block with 6" Cable
2%"Lx 11"W x %" H

12 x plug "C" output.

12 fixtures Max.

DB-CC-HW/PB-8

8-Port Distribution Block with 6" Cable
23%"Lx 1V"W x %" H

8 x Plug "B" Output.

Connects: 8 fixtures Max.

Includes: (7) DB-CC-PB-JP

DB-CC-PB-JP

Constant Current Jumper
%"Lx "W x1"H

Must be plugged into unused slots in the Distribution Block to complete circuit.

[ DB-CC-HW/PB-4-NJP

4-Port Distribution Block with 6" Cable.
Does not require DB-CC-PB-JP
T%"'Lx1%"Wx%"H

4 x Plug "B" Output.

Connects: 4 fixtures Max.

DB-CC-HW/PB-8-NJP

8-Port Distribution Block with 6" Cable
Does not require DB-CC-PB-JP

3"Lx 112"W x%"H

8 x Plug "B" Output.

Connects: 8 fixtures Max.

3 DB-CC-HW/PD-4

4-Port Distribution Block with 6" Cable
2%"Lx 17%"W x %"H

4 x DC Plug Output.

Connects: 4 fixtures Max.

PS-120-PC-59

120V Power Connector with 2-Prong Plug

5' Cable Converts Hard Wire Power supplies to Plug-and-Play.

See Specs for more details.
Specifications are subject fo change without notice.
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POWER SUPPLIES ¢ 12V LOW VOLTAGE TRANSFORMERS

TRANSFORMERS ¢ 12V AC ELECTRONIC « PLUG & PLAY

Model

Description

Input - Output

Max/Min Watt

Dimming

XF60P3-BK

Plug & Play Transformer

TR"Lx TH"Wx 2%"H

With 7' Power Cord and 6-light AMP Connector.
Soft Start, Short Circuit & Overload Protection.
c-UL-us Listed. Class 2.

Finish: Black

120V - 12V 60Hz

60W/10W

No

XF60P3-WH

Plug & Play Transformer

T7'Lx 1W%"Wx2%"H

With 7' Power Cord and 6 light AMP Connector.
Soft Start, Short Circuit & Overload Profection.
c-UL-us Listed. Class 2.

Finish: White

120V - 12V 60Hz

60W/10W

No

XF-60C

Plug & Play Transformer

AV Lx2%"Wx17%"H

With 7' Power Cord and 1 light AMP Connector.
c-UL-us Recognized. Class 2.

120V - 12V 50/60Hz

65W/10W

No

XF-80C

Plug & Play Transformer

3U"Lx 1R"Wx7%"H

With 6 %2' Power Cord and 6 light AMP Connector.
Short Circuit & Overload Protection.

c-UL-us Recognized.

120V - 12V 60Hz

80W/20W

Electronic
Low Voltage

XF-105C

Plug & Play Transformer

4% Lx27%"Wx1%'H

With 6 %2' Power Cord and 6 light AMP Connector.
Short Circuit & Overload Protection.

c-UL-us Recognized.

120V - 12V 60Hz

105W/35W

Electronic
Low Voltage

&
e
e

XF-150C

Plug & Play Transformer

A% Lx27%"Wx1%'H

With 6 %2' Power Cord and 6 light AMP Connector.
Short Circuit & Overload Protection.

c-UL-us Recognized.

120V - 12V 60Hz

150W/35W

Electronic
Low Voltage

JESCO LIGHTING
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POWER SUPPLIES ¢ 12V LOW VOLIAGE TRANSFORMERS

TRANSFORMERS ¢ 12V AC ELECTRONIC ¢ HARD WIRE

Model Description Input - Output Max/Min Watt Dimming
— XF-60 4% Lx2%" "W x 17%"H 120V - 12V 50/60Hz 60W/10W No
o c-UL-us Recognized. Class 2.
-

LET-75 LIGHTECH Electronic Transformer 120V - 12V 60Hz 75W/20W Electronic
2" Lx 1" W x %" H Low Voltage
Short Circuit & Overload Protection.
c-Ul-us Recognized. Patented.

- XF-80 Electronic Transformer 120V - 12V 60Hz 80W/20W Electronic
2%"Lx1%"Wx1%"H Low Voltage
i Short Circuit & Overload Protection.
c-UL-us Recognized.
XF-80S Electronic Transformer 120V - 12V 60Hz 80W/20W Electronic
s 2U"Lx 1 V"W x %"H Low Voltage
No Twist, Push Wire Conductor Terminals Included.
Short Circuit & Overload Protection.
c-UL-us Recognized.

XF-105 Electronic Transformer 120V - 12V 60Hz 105W/35W Electfronic
4% "Lx27%" W x1%"H Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized.

XF-105D 4% "Lx27%" W x1%"H 120V - 12V 60Hz 105W/35W Incandescent or
No Twist, Push Wire Conductor Terminals Included. Electronic
Short Circuit & Overload Protection. Low Voltage
c-UL-us Recognized.

XF-150 Electronic Transformer 120V - 12V 60Hz 150W/35W Electronic
A%"Lx27%"Wx1%"H Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized.

XF-150D Electronic Transformer 120V - 12V 60Hz 150W/35W Incandescent or
A%"Lx 27" W x 1%"H Electronic
No Twist, Push Wire Conductor Terminals Included. Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized.

LET-151-12 LIGHTECH Electronic Transformer 120V - 12V 60Hz 150W/50W Electronic
3%"'Lx 1% Wx1%'H Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized. Patented.

LET-201-12 LIGHTECH Electronic Transformer 120V - 12V 60Hz 200W/50W Electronic
4%"Lx1%"Wx1%e"H Low Voltage
c-UL-us Recognized.

LVT-151-12 LIGHTECH Electronic Transformer 120V - 12V 60Hz 150W/50W Electronic
in Aluminum Enclosure Low Voltage
1%"Lx 1R"Wx6%"L
Short Circuit & Overload Protection.
c-UL-us Listed. Patented.

XF-230D Electronic Transformer 120V - 12V 60Hz 230W/50W Incandescent or
A% Lx17%"Wx1%"H Electronic
2 Poke Home Wire Connectors Included. Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized.

LET-301-12 LIGHTECH Electronic Transformer - Round 120V - 12V 60Hz 300W/50W Electronic

o 3%" @ x1%"H Low Voltage
Short Circuit, Overload & Thermal Protection.
c-UL-us Recognized.

LET-303-12 LIGHTECH Electronic Transformer 120V - 12V 60Hz 300W/50W Electronic
5U"Lx1%"Wx1%'H Low Voltage
Short Circuit, Overload & Thermal Protection.
c-UL-us Recognized. Patented.

i

LVT-303-12 LIGHTECH Electronic Transformer 120V - 12V 60Hz 300W/50W Electronic
in Aluminum Enclosure Low Voltage
9%"Lx1%"Wx1%"H
Permanent Short Circuit & Overload Protection
c-UL-us Listed. Patented.

LET-75-12V/277V LIGHTECH Electronic Transformer 277V - 12V 50/60Hz 75W/20W Electronic
2% Lx 14"W x %"H Low Voltage
Short Circuit & Overload Protection.
c-UL-us Recognized. Patented.

See Specs for more details.
Specifications are subject fo change without notice.
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POWER SUPPLIES * PLUG & PLAY & HARD WIRE ACCESSORIES

PLUG & PLAY INDOOR POWER SUPPLY ACCESSORIES

Model Description
DL-PS-2Y 2-Way Split Power Feed
Connects multiple home runs fo a single power supply.
May be used with ofher splitters.
Feed: 7 12" L Connector Runs: 10 %" L
DL-PS-3Y 3-Way Split Power Feed
Connects multiple home runs fo a single power supply.
May be used with other splitters.
. Feed: 11 %" L Connector Runs: 12 %" L
DL-PS-PT-M 4" Male 2-Wire Input Power Connector
Q_ For connecting plug-and-play supplies to hard-wire equipment or lighting controllers.
DL-PS-PT-F 12" Female 2-Wire Output Power Connector
For connecting plug-and-play supplies fo hard-wire equipment or lighting controllers.
@ DL-PS-EXT48 48" LED Driver Extension Cable
w DL-PS-EXT96 96" LED Driver Extension Cable
DB-CV-DC/AMP1 1-Port Distribution Block
( Connects up fo (1) fixture.
DB-CV-DC/AMP3 3-Port Distribution Block
Connects up to (3) fixtures.
DB-CV-DC/AMP6 6-Port Distribution Block

Connects up to (6) fixtures.

HARD WIRE POWER SUPPLY ACCESSORIES

Model Description
DL-JOINT Waterproof Wire Connector
‘ Functions the same way as a Wire Nut.
LDEC-TB 4-Position Terminal Block
7" Lx 78" W x %" H
May be enclosed in LDEC-BM.
LDEC-BM Metal Junction Box

g-_".

-

2%"Lx 1%"Wx 1%"H
For use with LDEC-TB.

N

DB-CV-HW/AMP1

1-Port Distribution Block
Connects up to (1) fixture.

-

DB-CV-HW/AMP3
DB-CV-HW/AMPé

3-Port Distribution Block
Connects up to (3) fixtures.
6-Port Distribution Block
Connects up to (6) fixtures.

A WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

See Specs for more details.
Specifications are subject fo change without notice.
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POWER SUPPLIES » PLUG & PLAY AND HARD WIRE ACCESSORIES

PLUG & PLAY OUTDOOR POWER SUPPLY ACCESSORIES FOR DL-RS AND DL-FLEX-OD

Model

Description

DL-PS-OD-PT-F

Outdoor DC Output Power Connector
Bare wire to Female Connector.
Length - 8"

DL-PS-OD-EXT18
@ DL-PS-OD-EXT48
DL-PS-OD-EXT96

Outdoor DC Power Extension Cable - 18"
Outdoor DC Power Extension Cable - 48"
Outdoor DC Power Extension Cable - 96"

DL-PS-OD-EC

End Cap for Outdoor DC Output Power Connector
Note: included with each fixture.
Must cap the end of each run.

= DL-PS-OD-2Y

Outdoor DC 2-Way Power Splitter
Length - 13"

Length of Split Lead - 6"

Note: Any open end must be capped.

DL-PS-OD-3Y

Outdoor DC 3-Way Power Splitter
Length - 13"

Length of Split Lead - 6"

Note: Any open end must be capped.

DL-PS-OD-PT-M

Outdoor DC Input Power Connector
Bare wire to Male Connector.

Length - 8"

For Special Applications Only.

PLUG & PLAY RGB OUTDOOR POWER SUPPLY ACCESSORIES FOR DL-RS-RGB

Model

Description

DL-PS-OD-RGB-PT-F

i

RGB Outdoor DC Output Power Connector
Bare wire to Female Connector.
Length - 8"

DL-PS-OD-RGB-EXT18
Q DL-PS-OD-RGB-EXT48
DL-PS-OD-RGB-EXT96

iy,

RGB Outdoor DC Power Extension Cable - 18"
RGB Outdoor DC Power Extension Cable - 48"
RGB Outdoor DC Power Extension Cable - 96"

DL-PS-OD-RGB-EC

RGB End Cap for Outdoor DC Output Power Connector
Note: included with each fixture.
Must cap the end of each run.

= DL-PS-OD-RGB-2Y

RGB Outdoor DC 2-Way Power Splitter
Length - 13"

Length of Split Lead - 6"

Note: Any open end must be capped.

DL-PS-OD-RGB-3Y

RGB Outdoor DC 3-Way Power Splitter
Length - 13"
Length of Split Lead - 6"

iy Note: Any open end must be capped.
. DL-PS-OD-RGB-PT-M RGB Outdoor DC Input Power Connector
e Bare wire to Male Connector.

il Length - 8"

For Special Applications Only.

See Specs for more details.
Specifications are subject fo change without notice.
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POWER SUPPLIES ¢ DIMMERS

LED DIMMING SOLUTIONS

Dimming Type * Model Description

0-10V dimming control with rotary knob for precise dimming.
Compatible with DL-PS plug and play power supplies.

LC-DIM200-RF-HW AW Lx 2% W x 1%"H
Max Output: 60W @ 12V DC
96W @ 24V DC
Key chain remote control switch with on/off function and local
control. Use only one LC-DIM200-RF-HW per location.
LC-DIM200-RF-HW cannot be synchronized with one another.

PROFESSIONAL

* Hard wire or Plug and Play*

* Greater flexibility of control and installation
* Remote control dimmer

* Max 1 dimmer per location

* Max remote distance: 50 feet

BASIC LC-DIM5A 12V/24V Plug & Play Dimmer
e PI d Pl AW Lx 17%"Wx1%"H
. U.g an . o Max Output: 60W @ 12V DC
In-line dimmer control 120W @ 24V DC
Built in 0-10V Dimming Control.
Smooth dimming.
L '

T Can be converted to plug and play by adding DL-PS-PT- M and
DL-PS-PT-F connectors.

ARCHITECTURAL LC-DIM5A-HW 6U"Lx3"Wx1%"H
« Hard wire Max Output: 60W @ 12V DC
. 0-10V di - £ forsi 120W @ 24V DC
-10V dimming inferface for simple wall plate Requires separate 0-10V Dimmer Switch (DS-DV-TV-WH).
dimmers or architectural dimming systems Smooth dimming.
* Tested and approved by Lutron and Crestron with

select dimmers 0-10V dimming inferface, requires addifional 0-10V dimmer switch

. . . . or consult dimming control manufacturer for more information.
* Compatible with DS-DV-TV-WH wall dimmer switch

LOW VOLTAGE MAGNETIC Dimmers supplied The DL-PS-xx/24-JB-M** power supply allows for the use of low
* Hard wire - by others voltage magnetic dimmers switches.
« Works in concert with JESCO's dimmable low | fgeechLE]ZZf?éfﬁ%éBré“fnfO,

voltage 24V DC magnetic power supply, the

DL-PS-xx/24-JB-M (available in 40W, 60W, or 96W) |
¢ See DL-PS-xx/24-JB-M spec sheet for compatible

dimmers and compatible products.

WALL PLATE 0-10V DIMMER SWITCH DS-DV-TV-WH 2%"Lx 1%"W
Use with LC-DIM5A-HW.

¢ Hard wire o
« White Finish [ Smooth dimming.
* Replaces old model DL-PS-DS-TV. Wall plate dimmer switches to dim our magnetic power supplies

are provided by others. See the product specification sheets for a
listing of approved models.

* Performance will vary depending on the dimmer, LED product, and installation. Typical dimming range is 100 - 10%.

** See page 5 for more details

Interference, noise control/reduction, and voltage drop must be taken info consideration when installing dimming controls. Installing low voltage cable near line voltage wiring may
cause inferference and result in flickering.

It is highly recommended the dimmer and power supply be installed as close as possible fo the LED fixture(s) to maintain signal integrity. Long wiring runs can produce a significant drop
in the signal level resulting in different light levels by the same control device. Installation wiring longer than 30 feet, or where excessive electrical noise exists, should be tested for signal
integrity prior fo installation. Shielded cable or conduit should be considered during the installation fo reduce

interference and electrical noise.

Always install according fo NEC and local codes.

DIMMERS COMPATIBILITY MATRIX

LC-DIM5A LC-DIM5A-HW LC-DIM200-RF-HW Low Voltage Magnetic Dimmers

$601 LED Slim Stix . . °

DL-RS LED Rigid Strip . . ° d
DL-FLEX-UP Series . . .

DL-FLEX-OD . . .

DL-FLEX-UP-ULTRA-NIC [ [ °* °
PK 7xx LED Slim Disk (] . .

SP 2xx LED Sxx FOCUS LED Stem Spots °* °* °*

LDEC-x LED Festoon (] . .

DL-Sx Square LED Modules [ °* °*

DL-Rx Rectangular LED Modules [ °* °*

* Not published on specs.
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POWER SUPPLIES  RGB, DMX CONTROLLERS & ACCESSORIES

WIRELESS LED RGB CONTROLLER SOLUTION

Control Type Model Description
RADIO FREQUENCY LC-RF-300 3U"Lx2%"Wx1"H
« Controlled with remote up to 30 ft away Max Output: 432 Watts Max (6A per channel)
.« Controll be hid Accepts P&P and HW power supplies.
onfroller can be hidden . Remote Distance: 30' Max.
* Max 1 confroller per location Remote control with touch sensative color wheel.
Allows user to control RGB lights from remote location without
line of sight. Recommend only one contfroller per location due
to potential interference with other RF type controllers. Color
wheel allows user to easily select specific colors.
Includes 15 pre-set color changing models, on/off function,
brightness and speed control.
INFRARED —— LC-IR-300 20" Lx 1% "W x7%"H
« Controlled with remote up to 30 ft away Max Output: 144 Watts Max (2A per channel)
. . . . —a Includes 44 key remote control.
. Re§e|ver must pe visible for remote, requires line . = 6 user-defined savable colors.
of sight to function = Remote Distance: 30' Max.
« Multiple controllers possible per location Includes terminal block.
Infrared controller requires user to point in the general
direction of the receiver to function properly. Allows use of
multiple controllers per location. Remote has 6 buttons that
allow the user fo save custom colors.
Line of sight control allows multiple controllers per location.
Accepts P&P power supplies.
Control Type Model Description
DMX LC-PC-100 Simple DMX Controller
* Architectural lighting control programmed via 29" Lx 3%"Wx 1%"H
. 9 . g it Must be programmed with included software.
software installed in a computer
¢ 16 million colors to program Simple desktop DMX controller pre-programmed for basic
e User can create their own scenes, color functionality. Simple 2 button interface for scene selection.
changes, fades Best for single RGB lighting systems.
* Can confrol multiple lighting systems .
. ) LC-PC-400 Simple DMX Controller
independently or simultaneously 3% x 3%" W x 76" H
Must be programmed with included soffware.
Features Touch-Screen Wall Plate.
Simple wall mount DMX controller with fouch sensitive glass
faceplate. Touchscreen features 3 modes: color selection,
scene selection, and dimmer mode. Best for single RGB
lighting systems.
LC-PC-500 Advanced DMX Controller

6%"Lx5"W x "H
Must be programmed with included software.
Features Touch-Screen Wall Plate.

Simple wall mount DMX controller with fouch sensitive glass
faceplate. Touchscreen features 3 modes: color selection,
scene selection, and dimmer mode. Best for single RGB
lighting systems.

Interference, noise confrol/reduction, and voltage drop must be taken into consideration when installing dimming controls. Installing low voltage cable near line voltage wiring may

cause interference and result in flickering.

It is highly recommended the dimmer and power supply be installed as close as possible to the LED fixture(s) to maintain signal integrity. Long wiring runs can produce a significant drop
in the signal level resulting in different light levels by the same control device. Installation wiring longer than 30 feet, or where excessive electrical noise exists, should be tested for signal
integrity prior fo installation. Shielded cable or conduit should be considered during the installation fo reduce interference and electrical noise.

Always install according fo NEC and local codes.

DMX INTERFACE

SPLITTERS

LC-200-INT

12V/24V DMX Interface

Assigns DMX address fo Low Voltage
LED fixtures.

7'"Lx1%"Wx1%"'H

REPEATER

LC-200-RPT

12V/24V Power Repeater
o Use for extending runs.

'-’E-‘ Compatible with Dimmers.

6”"Lx 1% Wx1"H

~

LC-DMX-SPT-4

4-Port DMX Splitter for

Wall Washer series

Required for runs over 180 feet or
30 fixtures to maintain DMX signal
infegrity. IP20.

3 or 5 pin XLR input/output.

Splits DMX signal info 4 outputs.

LC-DMX-SPT-8

8-Port DMX Splitter for

Wall Washer series

Required for runs over 180 feet or
30 fixtures to maintain DMX signal
infegrity. IP20.

3 or 5 pin XLR input/output.

Splits DMX signal info 8 outputs.

See Specs for more details.
Specifications are subject fo change without notice.
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POWER SUPPLIES « COMPATIBILITY MATRIX

POWER SUPPLIES COMPATIBILITY MATRIX

DL-PS-xx/24
DL-PS-xx/24-JB
DL-PS-xx/24-JBA
DL-PS-xx/24-JB-OD
DL-PS-xx/24-JB-M
DL-PS-xx/24-HWA
DL-PS-xx/12
DL-PS-xx/12-JB
DL-PS-xx/12-JBA
DL-PS-xx/12-HWA
PS-CV-24/xx
PS-CC-500/xx-HW
PS-CC-700/xx-HW
PS-CC-1400/xx-HW
LET-xxx-24
LVT-xxx-24

XF-xxx

LET-xxx-12

LVT-xxx-12
LVT-303-12

$601 LED Slim Stix o

DL-RS LED Rigid Strip . o . o o .

DL-FLEX-UP, -UP-HO, -UP-ULTRA i L4 L4 L4 L4

DL-FLEX-OD L4 L4 L4 o °

DL-FLEX-UP-ULTRA-NIC ° ° ° ° . °

PK 7xx LED Slim Disk . . ° ° °

SP 2xx LED Sxx FOCUS LED Stem Spots o L4 L4 L4 L4

SD 130, 131, 132 ORIONIS °

SD 121, 122, 123 ORIONIS °

SD 110, 111, 112 MIZAR °

SD 105, 107, 108 MIZAR °

SD 221 MICRO MINI °

SD 100CC-12, -24, -36 CORVI °

SD 100CC-48 CORVI °

LDEC-x LED Festoon ° ° . °

DL-Sx Square LED Modules ° ° ° °

DL-Rx Rectangular LED Modules ° . ° °

MTSL 2xx SOLARIS Miniature Track ° ° . °

PK 100, 100X, 200, 200X3, 300X ° .
Xenon/Halogen Puck Light

PK 4xx, 5xx ° °
Xenon/Halogen Slim Disk

ALCF xxx, ALCR xxx ° °
Low Voltage Arclight

Monorail ° °

RGB CONTROLS COMPATIBILITY MATRIX

LC-RF-300 LC-IR-300 LC-PC-100 LC-PC-400 LC-PC-500 Notes

DL-FLEX-RGB ° .

with LC-200-INT ° ° °

DL-FLEX-RGB-OD . .

with LC-200-INT . ° .

DL-RS-RGB . .

with LC-200-INT ° ° °

DL-S4-RGB ° °

with LC-200-INT ° ° °

WW series . ° .

WW2 series ° ° includes built-in simple control
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POWER SUPPLIES * DEFINITIONS & ADDITIONAL INFORMATION

OUR LED DRIVERS ARE MARKED WITH:

a) Input voltage, either the supply (line)
voltage or a low voltage (AC or DC)

b) Input current

o) Input wattage, power factor or both
(optional)

d) Output maximum voltage

e) Output current (the maximum current that
could be supplied by the driver)

f) Output volt-amperes or wattage
@) Output type (isolated, direct, Class 2 or LPS)

h) Environmental location (dry, damp or wet)

LED drivers marked "High Power Factor"
operate at 90% or higher power factor under
the infended operating conditions or otherwise
indicate those conditions that result in less
than 90% power factor. Drivers marked "Power
Factor Corrected" indicates the value of the
power factor.

Our LED drivers are marked for environmental locations as defined in the NEC
and Electrical Equipment for Use in Ordinary Locations (AALZ). The marking
indicates the following uses:

Dry Location — Suitable for indoor, dry locations.

Damp (Outdoor) Location — Suitable for use in (1) luminaires infended

for wet or damp locations, (2) wet location signs if the driver is within an
overall electrical enclosure, (3) other equipment or appliances, (4) partially
protected locations under canopies, roofed open porches, etc., or (5) interior
locations subject to moderate degrees of moisture, such as some basements,
warehouses, efc. The interior of a luminaire or sign infended for wet locations is
considered a damp location. The LED drivers are also suitable for indoor use.

Wet Location — Suitable for use where water or other liquid can drip, splash,
or flow on or against the device. The LED drivers are also suitable for indoor or
damp locatfion use.

Class 2 - LED drivers marked "Class 2" indicate that the output meets the
voltage, current, and isolation criteria specified in ANSI/UL 1310, "Class 2 Power
Units," or Article 725 of the NEC, and that Class 2 wiring methods may be
used. A driver may have one or more outputs marked "Class 2."

Listing Mark - “l(:%“‘ The UL Listing Mark is the traditional Mark of UL and
the most well known UL Mark. This mark is infended for end-products and
complete components. Components covered under UL's Listing Service are
suitable for factory and field installation.

Recognized Mark - c“us Ul's second component mark is the Component
Recognition Mark. Components covered under this program are considered
incomplete and are intfended to be installed into another device, system or
end-product.

JESCO LIGHTING
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